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Cartridge Filters 

The cartridge filters are located in the
Pre-Treatment chamber connected to
the wall adjacent to the biofiltration  
chamber. The cartridges have
removable tops to access the
individual media filters. Once the 
cartridge is open media can be 
easily removed and replaced by hand
or a vacuum truck.

Drain Down Filter 

The drain down filter is located in the
Discharge Chamber. The drain filter 
unlocks from the wall mount and hinges 
up. Remove filter block and replace with
new block.
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Trim Vegetation 

Vegetation should be maintained in the 
same manner as surrounding vegetation 
and trimmed as needed. No fertilizer shall  
be used on the plants. Irrigation 
per the recommendation of the
manufacturer and or landscape
architect. Different types of vegetation 
requires different amounts of
irrigation.
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Inspection Form 

Modular Wetland System, Inc. 
P. 760.433-7640 
F. 760-433-3176 

E. Info@modularwetlands.com



For Office Use Only

(city) (Zip Code) (Reviewed By)

Owner / Management Company 
(Date)

Contact Phone (               ) _

Inspector Name  Date                   / / Time AM / PM

Weather Condition    Additional Notes

Yes

Depth:

Yes No

Modular Wetland System Type (Curb, Grate or UG Vault): Size (22', 14' or etc.):

Other Inspection Items:

 Storm Event in Last 72-hours?           No          YesType of Inspection             Routine               Follow Up                 Complaint                  Storm

Office personnel to complete section to 
the left.

2972 San Luis Rey Road, Oceanside, CA 92058     P (760) 433-7640     F (760) 433-3176

Inspection Report
Modular Wetlands System

Is the filter insert (if applicable) at capacity and/or is there an accumulation of debris/trash on the shelf system?

Does the cartridge filter media need replacement in pre-treatment chamber and/or discharge chamber?

Any signs of improper functioning in the discharge chamber?  Note issues in comments section.

Chamber:

Is the inlet/outlet pipe or drain down pipe damaged or otherwise not functioning properly?

Structural Integrity:

Working Condition:
Is there evidence of illicit discharge or excessive oil, grease, or other automobile fluids entering and clogging the
unit?

Is there standing water in inappropriate areas after a dry period?

Damage to pre-treatment access cover (manhole cover/grate) or cannot be opened using normal lifting 
pressure?
Damage to discharge chamber access cover (manhole cover/grate) or cannot be opened using normal lifting 
pressure?

Does the MWS unit show signs of  structural deterioration (cracks in the wall, damage to frame)?

Project Name

Project Address 

Inspection Checklist

CommentsNo

Does the depth of sediment/trash/debris suggest a blockage of the inflow pipe, bypass or cartridge filter?  If yes, 
specify which one in the comments section.  Note depth of accumulation in in pre-treatment chamber.

Is there a septic or foul odor coming from inside the system?

Is there an accumulation of sediment/trash/debris in the wetland media (if applicable)?

Is it evident that the plants are alive and healthy (if applicable)? Please note Plant Information below.

Sediment / Silt / Clay

Trash / Bags / Bottles

Green Waste / Leaves / Foliage

Waste: Plant Information

No Cleaning Needed

Recommended Maintenance

Additional Notes:

Damage to Plants

Plant Replacement

Plant Trimming

Schedule Maintenance as Planned

Needs Immediate Maintenance
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Maintenance Report 

Modular Wetland System, Inc. 
P. 760.433-7640 
F. 760-433-3176 

E. Info@modularwetlands.com



For Office Use Only

(city) (Zip Code) (Reviewed By)

Owner / Management Company 
(Date)

Contact Phone (               ) _

Inspector Name   Date                   / / Time AM / PM

Weather Condition    Additional Notes

Site 
Map #

Comments:

2972 San Luis Rey Road, Oceanside, CA 92058 P. 760.433.7640 F. 760.433.3176

Inlet and Outlet 
Pipe Condition

Drain Down Pipe 
Condition

Discharge Chamber 
Condition

Drain Down Media 
Condition

Plant Condition

Media Filter 
Condition

Long:

MWS 
Sedimentation 

Basin

Total Debris 
Accumulation

Condition of Media  
25/50/75/100

(will be changed
@ 75%)

Operational Per 
Manufactures' 
Specifications           
(If not, why?)

Lat: MWS             
Catch Basins

GPS Coordinates     
of Insert

Manufacturer / 
Description / Sizing

Trash 
Accumulation

Foliage 
Accumulation

Sediment 
Accumulation

Type of Inspection             Routine               Follow Up                 Complaint                  Storm  Storm Event in Last 72-hours?            No           Yes           

Office personnel to complete section to 
the left.

Project Address 

Project Name   

Cleaning and Maintenance Report
Modular Wetlands System
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  Standard Conditions of Approval for WQMPs 
 
 
 

1. Prior to the submittal of any grading plan the applicant shall submit a Preliminary 
Project WQMP for review and approval to the Public Works Department that: 

1.1 Utilizes Low Impact Development principles as follows: preserves 
natural features, minimizes runoff and reduces impervious surfaces; 
and utilizes infiltration of runoff as the preferred method of pollutant 
treatment.  Infiltration Best Management Practices (BMPs) to be 
considered include the use of permeable materials such as pervious 
concrete and concrete pavers, infiltration trenches and planters and 
other infiltration BMPs as applicable.  

1.2 Incorporates the applicable Routine Source and Structural Control 
BMPs as defined in the Drainage Area Management Plan (DAMP)  

1.3 Maintains the hydrologic characteristics of the site by matching time of 
concentration, runoff, velocity, volume, and hydrograph for a 2-year 
storm event. 

1.4 Reduces the potential in downstream erosion and avoids downstream 
impacts to physical structures, aquatic and riparian habitat. 

1.5 Thoroughly describes the long-term operation and maintenance 
requirements for Structural and Treatment Control BMPs. 

1.6 Identifies the entity or employees that will be responsible for long-term 
operation, maintenance, repair and or replacement of the Structural 
and Treatment Control BMPs and the training that qualifies them to 
operate and maintain the BMPs.  

1.7 Describes the mechanism for funding the long-term operation and 
maintenance of all Structural and Treatment Control BMPs. 

1.8 A copy of the forms to be used in conducting maintenance and 
inspection activities. 

1.9 Recordkeeping requirements (forms to be kept for 5 years). 
1.10 A copy of the form to be submitted annually by the project owner to the 

Public Works Department that certifies that the project’s Structural and 
Treatment BMPs are being inspected and maintained in accordance 
with the project’s WQMP. 

1.11 A certified copy of the Covenant and Agreement Regarding the O & M 
Plan to Fund and Maintain Water Quality BMPs, Consent to Inspect, 
and Indemnification form 
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2. Prior to the issuance of certificates of occupancy, the applicant shall demonstrate 

the following to the Public Works Department: 
2.1 That all structural and treatment control BMPs described in the Project 

WQMP have been constructed and installed in conformance with the 
approved plans and specifications.  

2.2 That applicant is prepared to implement all non-structural BMPs 
described in the Project WQMP.  

2.3 That an adequate number of copies of the project’s approved final 
Project WQMP are available for the future occupiers. 

 
3. Prior to the issuance of certificates of occupancy or final signoff by the Public 

Works Department, the applicant shall demonstrate to the satisfaction of Public 
Works Director/City Engineer or his/her designee, that the preparer of the WQMP 
has reviewed the BMP maintenance requirements in Section 4.0 of the Model 
WQMP with the legally responsible person and that a copy of the WQMP has 
been provided to that person. A certification letter from the WQMP preparer may 
be used to satisfy this condition. 

 
4. SWPPP (for projects that will result in soil disturbance of one or more acres of 

land that will require coverage under the State’s General Construction Permit) 
4.1 Prior to the issuance of a grading permit (include grubbing, clearing, 

surface mining or paving permits as appropriate) the applicant shall 
demonstrate that coverage has been obtained under California’s 
General Permit for Stormwater Discharges Associated with 
Construction Activity (General Permit) by providing a copy of the 
Notice of Intent (NOI) submitted to the State Water Resources Control 
Board and a copy of the subsequent notification of the issuance of a 
Waste Discharge Identification (WDID) Number or other proof of filing.  
A copy of the current Storm Water Pollution Prevention Plan (SWPPP) 
required by the General Permit shall be kept at the project site at all 
times and be submitted for review by City. 

 
5. Industrial Permit (for projects subject to coverage by the State’s General 

Industrial Permit as defined by the business’ Standard Industrial Classification 
(SIC) code) 

5.1 Prior to the issuance of certificates of occupancy, the applicant shall 
demonstrate that coverage under the State’s General Permit for 
Stormwater Discharges Associated with Industrial Activity has been 
obtained by providing a copy of the Notice of Intent (NOI) submitted to 
the State Water Resources Control Board and a copy of the notification 
of the issuance of a Waste Discharge Identification (WDID) number or 
other proof of filing. 
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6. Special Condition 
6.1 Prior to issuance of certificates of occupancy or building permits for 

individual tenant improvements or construction permits for a tank or 
pipeline, uses shall be identified and, for specified uses, the applicant 
shall propose plans and measures for chemical management 
(including, but not limited to, storage, emergency response, employee 
training, spill contingencies and disposal). The chemical management 
measures shall be incorporated as an element of a Project WQMP and 
shall be subject to the approval of the Public Works Department and 
other specified agencies such as the Orange County Fire Authority, the 
Orange County Health Care Agency and sewering agencies (as 
appropriate) to ensure implementation of each agency’s respective 
requirements. Certificates or permits may be withheld if features 
needed to properly manage chemicals cannot be incorporated into a 
previously completed building, center or complex.  

 
7. Conditions for Condominiums, Apartments and other projects with CC&Rs 

7.1 Prior to recordation of the final map, a copy of the project’s Covenants, 
Conditions and Restrictions shall be provided to the Public Works 
Department for review and approval that includes requirements for 
maintenance and funding of the project’s structural and treatment 
water quality best management practices as approved by the City in 
the project’s WQMP. 

 
8. Conditions for Coordination of Water Quality BMPs 

8.1 Landscape Plans 
8.1.1 Prior to submittal of landscape plans for City approval, the 

applicant shall review the approved Water Quality Management 
Plan and ensure the proposed landscape plans are consistent 
with the project grading plans and show applicable Best 
Management Practices such as grass swales, detention basins, 
grass or vegetated buffers, filters, permeable pavers, etc.  

8.2 Building Permits 
8.2.1 Prior to submittal of building plans, the applicant shall review the 

approved Water Quality Management Plan (WQMP) and 
grading plan to ensure the structure’s downspouts or drainage 
outlet locations are consistent with those documents. Copies of 
the building or architectural plans showing the downspouts and 
drainage outlets shall be submitted to the Public Works 
Departments for review and approval. 
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9. I have fully read and understood the Standard Conditions of Approval for 
WQMPs and how it pertains to the proposed project as required by the Santa 
Ana Region Water Quality Control Board Permit Order No. R8-2009-0030, the 
Orange County Drainage Area Management Plan (DAMP), the City of Cypress 
Local Implementation Plan (LIP), and the City of Cypress Water Quality 
Ordinance in their entirety (and revisions thereto)  

 
 
 
      
                           Developer Signature          Date 
 
 
   
 Developer  
 
 
      
  Development Address   
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